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COVERED HOSES
IN AISI STAINLESS STEEL

FOR GAS

 Description Material

Fittings Stainless AISI 303

Internal pipe Stainless AISI 321 (for Extensible pipe AISI 316)

Covering Yellow PVC

Seals NBR UNI EN 549

Nominal pressure 6 bar

Temperature limit from -10 °C to +90 °C

GENERAL CHARACTERISTICS
Flexible pipe in stainless steel AISI 321

Stainless steel braid AISI 304

Sheath in PVC

It includes two sheaths in NBR (UNI EN 549).

Female fittings: Thead UNI EN ISO 228/1 (DIN 259)

Male fittings: Thread UNI EN 10226 (UNI EN ISO 7/1 R) (DIN 2999)

OPERATING CONDITIONS
Suitable for natural gas (methane), propane, butane, LPG.

Marking compliant with European directive 89/106/CE.

Flexible pipe type-approved UNI EN 14800.

Extensible flexible pipe type-approved UNI EN 11353.
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GP 2040

FLEXIBLE GAS PIPES

Flexible pipe in stainless steel AISI 316L, for UNI EN 14800 compliant gases, 
Female-Female unions.

CODE Size Length
cm

Pack
pcs/box

6116P100 1/2" 100 12

6116P150 1/2" 150 12

6116P200 1/2" 200 12

GP 2040

FLEXIBLE GAS PIPES

Flexible pipe in stainless steel AISI 316L, for UNI EN 14800 compliant gases, 
Male-Female unions.

CODE Size Length
cm

Pack
pcs/box

6117P100 1/2" 100 12

6117P150 1/2" 150 12

6117P200 1/2" 200 12

GP 2330

FLEXIBLE GAS PIPES

Extensible flexible gas pipe, UNI 11353 compliant, Male-Female unions.
Maximum operating pressure 0.5 bar.

CODE Size Length
cm

Pack
pcs/box

6118P124 1/2" 10-20 18

6118P244 1/2" 20-40 18

6118P125 3/4" 10-20 18

6118P245 3/4" 20-40 18
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