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BALL VALVES FOR GAS WITH SAFETY LOCK

GP 2235

FUTURGAS

UNI
EN
331

UNI
EN
331

Ball valve for gas nickel-plated, 
Female-Female fitting, 
with aluminium Butterfly handle 
with lock and pressure fittings.

CODE Size A
mm

B
mm

C
mm

D
mm

E
mm

F
mm

G
mm

DN
mm

Ch1/2
mm

gr Pack
pcs/box

Master
pcs/box

8221R005 3/4" 20 75,0 51,1 70,2 74,4 33,5 41,5 20 31/15 454 10 40

8221R006 1" 25 89,8 57,3 80,1 74,4 40,8 49,0 25 38/15 638 8 32
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GP 2235

FUTURGAS

UNI
EN
331

UNI
EN
331

Ball valve for gas nickel-plated, 
Female-Revolving nut fitting, 
with aluminium Butterfly handle 
with lock and pressure fittings.

CODE Size A
mm

A1/A2 B
mm

C
mm

D
mm

E
mm

F
mm

G
mm

DN
mm

Ch1/2/3
mm

gr Pack
pcs/box

Master
pcs/box

8222R005 3/4"x1" 20 3/4"/1" 90,3 51,1 70,2 74,4 48,8 41,5 20 38/31/15 510 10 40

8222R006 1"x1"1/4 25 1"/1"1/4 102,5 57,3 80,1 74,4 53,5 49,0 25 47/38/15 730 8 32
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GP 2235

FUTURGAS

UNI
EN
331

UNI
EN
331

Ball angle valve for gas nickel-plated, Female-Female fitting,
with aluminium butterfly handle with lock and pressure fitting.

CODE Size A
mm

B
mm

C
mm

D
mm

E
mm

F
mm

DN
mm

Ch1/2/3
mm

gr Pack
pcs/box

Master
pcs/box

8223R005 3/4" 20 68,5 38,0 89,1 74,4 34,5 20 31/15/31 414 10 40

8223R006 1" 25 80,0 45,0 102,3 74,4 41,5 25 38/15/38 584 8 32
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GP 2235

FUTURGAS

UNI
EN
331

UNI
EN
331

Ball angle valve for gas nickel-plated, Female-Revolving nut fitting,
with aluminium butterfly handle with lock and pressure fitting.

CODE Size A
mm

A1 / A2 B
mm

C
mm

D
mm

E
mm

F
mm

DN
mm

Ch1/2/3
mm

gr Pack
pcs/box

Master
pcs/box

8224R005 3/4" x 1" 20 3/4" / 1" 86,8 38,0 89,1 74,4 52,8 20 38/15/31 492 10 40

8224R006 1" x 1"1/4 25 1" / 1"1/4 96,7 45,0 102,3 74,4 58,2 25 47/15/38 712 8 32
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GP 2000

FUTURGAS

Master key for manager / administrator.

CODE A
mm

Pack
pcs/box

Master
pcs/box

6182X900 55 1 1

A

GP 2021

DIELETRIC JOINT

Dielectric joint for gas.
Electrical resistance (in dry air) t 5 Mohm
Insulation voltage (in dry air) t 3000 V
Operating pressure 10 bar - Operating temperature -1070 °C
Certified pressure test for operating at 15 bar

CODE Size A
mm

B
mm

Pack
pcs/box

5322R004 1/2" 100 42 5

5322R005 3/4" 110 49 6

5322R006 1" 120 54 3

5322R007 1"1/4 135 64 2

5322R008 1"1/2 145 70 1

5322R009 2" 150 83 1
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