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VALVES WITH FIRST INLET MANIFOLD

GP 2233

FUTURGAS

UNI
EN
331

UNI
EN
331

Valves with first inlet manifold.
Manifold with integrated shut-off valve 
with 1" F inlet / two 24x19M branches / one M28x1.5 branch, 
suited for creating joints inside the rooms, 
which can be exposed and have a shut-off, 
in compliance with UNI 7129.

The pack includes:
- Screws, plugs and spacers for wall-mounted installation.
- Nut M28x1.5 3 that can be used with the brass ogive 4
supplied for connection to copper piping 22 mm, 
or with the blind adapter D22 2 and relative o-ring in HNBR 18x2.5 1
provided in order to seal the outlet if not used.

Note: 24x19 fittings for copper pipe, see gas monobloc section.
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pcs/box

8225R006 1" Rp 1" M28x1,5 143,8 36,0 87,5 65,0 25 38 730 1

Lateral ends: 24x19 M
Head end: M 28x1.5
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ACCESSORIES

Female plug 24x19 for gas.

CODE Size Pack
pcs/box

6047R524 24 x 19  F 20

Fitting to be used to plug the 24x19 male takeoffs of the valve with the first gas inlet manifold.

GP 2233
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Recessed box for valve with first inlet manifold.
Inside the packaging there are 4 adjustable extension cables 
for DN16 - DN18 - DN20 - DN26 - DN32 pipes and 2 M4x50 screws 
with the relative washers and nuts.

CODE Size A
mm
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mm
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mm
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mm

Pack
pcs/box

13010000 264x164x111 264 164 111 68 1
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