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LOW PRESSURE
REGULATOR

Components Pcs Material

1 Body 1 Zama (ZL5) to EN 1774

2 Nut 1 UNI EN 12165 CW617N

3 Membrane 1 NBR (EN 549)

APPLICATION
Low pressure regulator for LPG tanks for domestic and industrial use.
Suitable for gaseous fluids, butane gas, propane, natural gases, compressed air (and their mixtures).

The Regulators can be used as Single stage: 
- Single stage: the regulator is mounted directly to the cylinder or tank and reduces the pressure of the vessel directly to the pressure of the appliance.

GENERAL CHARACTERISTICS
Swivel connection: CH 25 W20x1/14 Left
Flow rate: 1 Kg/h

OPERATING CONDITIONS
Flow direction: In the direction of the arrow
Guaranteed flow rate (Mg): 1,0 kg/h
Supply pressure (P): 0,3  7,5 bar (Butane)
1  16 bar (Propane)   /   0,3  16 bar (LPG)
Nominal outlet pressure (Pd): 29 mbar
Operating temperature: 0 °C  +50 °C (Butane)
-20 °C  +50 °C (Propane)   /  -20 °C  +50 °C (LPG)
Design pressure drops: P2 (2 mbar)
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LOW PRESSURE REGULATOR

UNI EN 16129

Low pressure regulator 1 Kg/h fixed calibration 29 mbar.

CODE Range Calibration Connection 1 Connection 2 A
mm

B
mm

C
mm

Ch
mm

Pack
pcs/box

Master
pcs/box

6146R001 1 kg/h 29 mbar W20x1/14 Left PTG GPL 118 34 65 25 8 64
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