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GASLOCK
RECESSED BALL VALVE FOR GAS

COMPLIANCE: The CE marking (according to UNI EN 331) and the DVGW certificate refer to the ball valve.
SUITABILITY FOR USE: UNI 7129-1.

Components Pcs Material

1 Body 1 UNI EN 12165 CW617N
UNI EN 12164 CW617N

2 Side gasket 2 P.T.F.E.

3 O-ring 1 NBR EN 549 homologated

4 Ball 1 UNI EN 12165 CW617N
UNI EN 12164 CW617N

5 End sleeve 2 UNI EN 12165 CW617N
UNI EN 12164 CW617N

6 O-ring 1 NBR EN 549 homologated

7 Stem 1 UNI EN 12164 CW617N

8 Cap 1 UNI EN 12165 CW617N
UNI EN 12164 CW617N

9 Nut 1 Zinc-plated steel

a Knob 1 PS AU yellow

b Lower shell 1 ABS grey

c Upper shell 1 ABS grey

d Plate support 1 PS AU yellow

e Plate 1 ABS chromed

f Screw 1 Zinc-plated steel

g Fixing and adjustment brackets 2 DD11 EN 10111

GENERAL CHARACTERISTICS
1/2" gas valve (passage DN15) with 3/4" male flat seal connections.
Prepared for installation with copper pipes and welded fittings (sizes 12, 14, 16, 18 
mm) suitable for capillary welding or brazing compliant with UNI EN 1254-1 standard, 
or multilayer pipes and press fittings.

OPERATING CONDITIONS
Operating pressure: MOP 5
High temperature resistance class: B0.1
Operating temperature: -20  +60 °C

Gaslock is suitable for use with the three classes of gases (methane, gas mains, LPG), for low and medium pressure distribution mains and plants.
Item included in the CE marking, as per Art. 4 Paragraph 3 of the Directive 2014/68/EU.
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Many good reasons to choose Gaslock
ONE VALVE, MULTIPLE TYPES OF INSTALLATION

INNOVATIVE DESIGN WITH TRENDY FINISHES

SIMPLE AND QUICK INSTALLATION

VERSATILE ADJUSTMENT

1

4

2

3
Hydraulic connections outside 
the box

Standard with chrome-plated 
finish plate

Copper pipe and welded fittings, straight connection

Depth and inclination adjustment

Positioning inside the box

Available on request:
White, Anthracite

Upper shell fixing Assembly of protective cover

Max 123 mmMin 82 mm
20° 20°

Multilayer pipe and press fittings: four possible connections

100 mm
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WELDED FITTINGS
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GP 2233

GASLOCK

l

[UNI EN 331] 

Recessed ball valve for Gas.

CODE Connection Pack
pcs/box

Master
pcs/box

8230R904 3/4" M-M 1 4

ACCESSORIES FOR GASLOCK RECESSED VALVE

GP 2000

GASLOCK

Welded fitting kit, composed of brass nut and tang + aluminium gasket.

CODE Size Connection Pack
pcs/box

7373S512 12 3/4" 10

7373S514 14 3/4" 10

7373S516 16 3/4" 10

7373S518 18 3/4" 10
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GP 2000

GASLOCK

Plate kit for Gaslock recessed valve (5 pieces of the same colour are supplied with every pack).

CODE Color Pack
pcs/box

6192P001 White 5

6192P002 Anthracite 5

6192P003 Chromed (*) 5

(*) Spare part.

GP 2000

GASLOCK

Spare plate support kit with a knob for Gaslock recessed valve.

CODE Pack
pcs/box

6192P004 1
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